ENGINEERED FOR:

Work Positioning
Industrial Use

Climbing

KEY BENEFITS:

Colour Coded Lengths

CERTIFICATIONS:

CE EN 354

COMPOSITION:

Core: Nylon

Cover: Nylon

TERMINATIONS:

Sewn Eyes each end

AVAILABLE DIAMETERS:

T1Tmm

COLOURWAYS:

dm
Red Yellow

Marlow ROPE ACCESS & RESCUE

Blue
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WORK POSITIONING LANYARD

Marlow's Work Positioning Lanyards are CE certified

to EN 354 and are compatible with most approved

climbing devices.

The colour-coded lengths are made from 11mm
Marlow Static LSK rope.

5m Blue Work
Positioning Lanyard

WORK POSITIONING LANYARD

DIAMETER: TTmm
COVER MATERIAL: Nylon COVER CONSTRUCTION: 16 Plait (32 Strand)
CORE MATERIAL:  Nylon CORE CONSTRUCTION:  Multiple twisted nylon

APPLICATION: WORK POSITIONING | INDUSTRIAL USE | CLIMBING

DIAMETER (mm) 1

WEIGHT 188g, 2619, 355g, 409g, 5179
LENGTH (m) 2m, 3m, 4m, 5m

MIN. BREAKLOAD (kN) 22

AV. BREAKLOAD (kN) 30.9

TEST STANDARDS CE EN 354

Marlow ROPE ACCESS & RESCUE



