
Marlow D12 99  is a premium lightweight, high strength, low 
elongation “all round” rope manufactured using Dyneema® SK99,  
delivering very high strength, stiffness, durability and longevity.  

Manufactured using a 12x1 12-strand construction and colour coated 
with Marlow’s propriatory ArmourCoat, D12 is pre-stretched to 
reduce constructional stretch and bedding-in issues on first use. 

D12 has a multitude of uses and applications in commercial 
and leisure applications from lifting and winching to lashings 
and purchase systems.  Primarily, D12 can be seen as a credible 
alternative to steel wire.

D12 99

DATASHEET

Ropes designed in accordance with ISO 10325:2018                           Linear MBL refers to unspliced ropes  determined in accordance with ISO2307:2019

Key Specifications: 
    
Material:   Dyneema SK99 
Construction:  12 x 1 single braid construction  
Coating:   Marlow ArmourCoat Polyurathane  
Relative Density:  0.97 (floats)   
Chemical Resistance: Excellent resistance to most chemicals    
UV Resistance:  Very good   
Melting Point:  140°C   
Critical Temperature: 80°C (exposure to temperatures over this  
   will result in permanent strength loss) 
Creep:    Creep is a factor of load, temperature and time. 
   Increasing any of these factors will increase creep.  

Certification Number 315 

ISO 9001

UK: +44 (0) 1323 444 444 
sales@marlowropes.com

US: +1 508 830 0444
salesusa@marlowropes.comwww.marlowropes.com


